






Maximum flexibility for frequently 
changing applications or wire 
diameters

Two different materials can be 
processed

Little space needed 
(2-in-1 solution) and lower 
purchase costs

Ideal for small and medium-
sized companies with frequently 
changing welding tasks

The advantages for you

One system— 
multiple applications

The Fortis Duo option combines a compact 

welding machine from 320 to 500 A with an 

additional, external wirefeeder. Software 

activation is also required.

Fortis
Duo

Faster process changes  
(switching via welding torch 
button)
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Welding Packages

When equipped with our software packages, 

known as Welding Packages, the Fortis can be 

tailored entirely to your needs. The Welding 

Packages bring together in-depth welding 

expertise to make your device the perfect tool 

for your individual welding projects. Choose 

from Standard or Pulse depending on the 

application, or opt for both. Our Welding 

Packages and software solutions can also be 

retrofitted at any time.

The right 
solution 
for every 
application 

Standard

The Fortis Standard package allows you 

to weld all common materials reliably and 

efficiently across the entire power range, 

from root passes and thin sheets to thicker 

sheets.

Pulse

The Fortis Pulse package uses the pulsed arc 

for clean and efficient welding. It ensures 

minimal spatter and flexibility on thin to 

thick sheets.

	

Options

–	� Duo: For Fortis 320, 400, and 500 Compact

–	 Jobs: For all Fortis power categories

–	� Documentation: For all Fortis power 

categories

–  �Trial: Available for all Fortis devices  

(ex: works for 10 h arc time) 

–	� Pulse/Standard Mix:  

Ideal for vertical-up seams—a combination 

of both processes enabling up to 40% faster 

welding speeds without any oscillating 

movements
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Accessories

WeldCube Premium
WeldCube Premium is the ideal tool for ensuring 

your production processes are stable and verifi‑

able. Welding equipment management simplifies 

the efficient management of multiple welding 

systems and the monitoring of welding param‑

eters. Component documentation and analysis 

functions increase the efficiency and quality of 

your welding operations. The number one solu‑

tion for industrial welding companies.

WeldCube Navigator
The WeldCube Navigator helps to standard‑

ize manufacturing processes, avoid errors, 

and increase production quality. Welders 

are visually guided through the job at the 

workplace and predefined parameters are 

set automatically. In the event of an error, 

alarm messages or the locking of the welding 

system prevent rejects and rework.

WeldCube Air
WeldCube Air is the cloud-based software 

solution for companies of all sizes. Users not 

only have the option of managing their weld‑

ing machines connected via the Internet, but 

also receive an overview of welding proce‑

dure specifications, qualifications, and the 

most important welding key figures. All this 

makes WeldCube Air the perfect companion 

to help welding companies go digital.

More solutions at:  

www.fronius.com/weldcube

NFC (optional)
For user management or to easily 

lock and unlock the welding system 

with a card or RFID tag

WiFi
For complete network capability—

for updates and use of the 

Smart Manager function (data 

documentation) without Ethernet

Bluetooth
For connecting wireless remote 

controls and Bluetooth‑compatible 

welding helmets
Our Fortis supports the most 

commonly used communication 

standards.

Maximum 
connectivity

Data 
management
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	 TU Move 4 Pro

	– Ergonomic handling for split 

systems thanks to low-posi‑

tioned holder (also suitable 

for two gas cylinders)

	– Integrated crane attachment 

and forklift truck mounting, 

optional hosepack holder, and 

pivot arm to hold the welding 

torch

TU Move 4 Standard

Low-level gas cylinder hold‑

er, crane attachment, and 

forklift truck mounting for 

Fortis Compact models

Remote control for starting 

the welding process and 

setting the main welding 

parameters

TU Move 4 Basic

Simple and space-saving 

variant for all Fortis Com‑

pact models 

Accessories

Lightweight, versatile, ergonomic

Particularly light and user-friendly 

generation of more than 60 welding torch 

variants available in different versions: gas 

or water-cooled, Standard or Up/Down 

operation with LED as well as in different 

lengths: 3.5 m, 4.5 m, and 6 m.

Welding torches

for all power categories Trolleys

Remote control

Find out more about the MIG/MAG 

welding torches at:  

www.fronius.com/mig-mag-torches

Manual welding torches

Gas-cooled Power / ED Power / ED

MTG 270s
270 A / 40% CO

2
 

200 A / 40% mixed gas
170 A / 100% CO

2
 

140 A / 100% mixed gas

MTG 320s
320 A / 40% CO

2

260 A / 40% mixed gas
210 A / 100% CO

2

170 A / 100% mixed gas

MTG 400s
400 A / 40% CO

2

320 A / 40% mixed gas
260 A / 100% CO

2

210 A / 100% mixed gas

MTG 500s
500 A / 35% CO

2
 

420 A / 35% mixed gas
300 A / 100% CO

2

260 A / 100% mixed gas

Water-cooled Power / ED

MTW 320s 320 A / 100% CO
2  

and mixed gas

MTW 400s 400 A / 100% CO
2  

and mixed gas

MTW 500s 500 A / 100% CO
2  

and mixed gas
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Fortis 270 C 
/G

Fortis 270 C 
/G/XT

Fortis 320 C 
/G

Fortis 320 C 
/G/XT

Fortis 320 C  
/GW

Fortis 320 C 
/GW/XT

Fortis 320  
/GW

Fortis 320  
/GW/XT

Weight
36 kg 

(79.3 lb)

36.2 kg

(79.8 lb)

36 kg 

(79.3 lb)

36.2 kg

(79.8 lb)

42.5 kg

(93.7 lb)

43.5 kg

(95.9 lb)

40.1 kg

(88.4 lb)

41.1 kg

(90.6 lb)

Dimensions l x w x h
681 x 367 x 555 mm

(26.8 x 14.4 x 21.9 in)

681 x 367 x 783 mm

(26.8 x 14.4 x 30.8 in)

Mains frequency 50/60 Hz

Mains voltage 3 x 400 V
3 x 200-600 V

1 x 208/240 V
3 x 400 V

3 x 200-600 V

1 x 208/240 V
3 x 400 V

3 x 200-600 V

1 x 208/240 V
3 x 400 V

3 x 200-600 V

1 x 208/240 V

Mains voltage tolerance ±10% -10/+6% ±10% -10/+6% ±10% -10/+6% ±10% -10/+6%

40% duty cycle 
[10 min / 40 °C]

270 A 320 A

60% duty cycle  
[10 min / 40 °C]

250 A 260 A

100% duty cycle  
[10 min / 40 °C]

210 A 240 A

Welding current range

MIG/MAG 3-270 A

TIG   3-270 A

MMA 10-270 A 

Multiprocess Standard

MIG/MAG 3-320 A

TIG 3-320 A

MMA 10-320 A

Multiprocess Standard

MIG/MAG 3-320 A

without Multiprocess

Open circuit voltage max. 107 V

Working voltage range

MIG/MAG 14.2-27.5 V

TIG 10.1-20.8 V

MMA 20.4-30.8 V

Multiprocess Standard

MIG/MAG 14.2-30.0 V

TIG 10.1-22.8 V

MMA 20.4-32.8 V

Multiprocess Standard

MIG/MAG 14.2-30.0 V

without Multiprocess

Wire speed 1-25 m/min / 40-980 ipm

–
Wirefeeder 4-roller drive

Wire diameter 0.6-1.6 mm / 0.023-0.06 in

Protection class IP23

Mark of conformity CE, S, UKCA
CE, S,  

UL/CSA
CE, S, UKCA

CE, S, 

UL/CSA
CE, S, UKCA

CE, S,

UL/CSA
CE, S, UKCA

CE, S, 

UL/CSA

Technical data Fortis 270 and 320

The clear user interface and welding 

parameter wizard in particular assist 

the welder throughout the entire 

welding process. This minimizes errors 

and improves weld quality, reducing the 

rejection rate.

Minimize welding errors
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Thanks to the new housing concept, 

a significant proportion of the plastic 

components have been replaced by 

recyclable aluminum. As a result, 

we have increased the proportion of 

recyclable material to a total of 53%. 

The majority of the components can 

therefore be recycled and help to 

conserve natural resources.

 

The easy accessibility of the 

components, especially the mains 

cable and connection panel, 

makes repairs quick and easy, 

which minimizes downtime. The 

high proportion of replaceable 

components also enables the 

devices to be used for a long time. 

The Fortis XT variant is the perfect 

companion for anyone who wants 

to save even more power. It boasts 

a higher power factor, making it 

16% more energy-efficient than 

conventional variants.

Save electricity with the XT 
variant

Fix it, don’t bin itRecycle instead of disposal

Fortis 400 C 
/GW

Fortis 400 C 
/GW/XT

Fortis 400 
/GW

Fortis 400  
/GW/XT

Fortis 500 C  
/GW

Fortis 500 C  
/GW/XT

Fortis 500  
/GW

Fortis 500  
/GW/XT

Weight
42.5 kg

(93.7 lb)

43.5 kg

(95.9 lb)

40.1 kg

(88.4 lb)

41.1 kg

(91.3 lb)

42.5 kg

(93.7 lb)

43.5 kg

(95.9 lb)

40.1 kg

(88.4 lb)

41.1 kg

(91.3 lb)

Dimensions l x w x h
681 x 367 x 783 mm

(26.8 x 14.4 x 30.8 in)

Mains frequency 50/60 Hz

Mains voltage 3 x 400 V
3 x 200-600 V

1 x 208/240 V
3 x 400 V

3 x 200-600 V

1 x 208/240 V
3 x 400 V

3 x 200-600 V

1 x 208/240 V
3 x 400 V

3 x 200-600 V

1 x 208/240 V

Mains voltage tolerance ±10% -10/+6% ±10% -10/+6% -10/+6% -10/+6% ±10% -10/+6%

40% duty cycle 
[10 min / 40 °C]

400 A 500 A

60% duty cycle  
[10 min / 40 °C]

360 A 430 A

100% duty cycle  
[10 min / 40 °C]

320 A 360 A

Welding current range

MIG/MAG  3-400 A

TIG   3-400 A

MMA 10-400 A

optionally with Multiprocess

MIG/MAG  3-400 A

without Multiprocess

MIG/MAG  3-500 A

TIG   3-500 A

MMA 10-500 A

optionally with Multiprocess

MIG/MAG  3-500 A

without Multiprocess

Open circuit voltage max. 107 V

Working voltage range

MIG/MAG 14.2-34.0 V

TIG 10.1-26.0 V

MMA 20.4-36.0 V

optionally with Multiprocess

MIG/MAG 14.2-34.0 V

without Multiprocess

MIG/MAG 14.2-39.0 V

TIG 10.1-22.8 V

MMA 20.4-40.0 V

optionally with Multiprocess

MIG/MAG 14.2-39.0 V

without Multiprocess

Wire speed 1-25 m/min / 40-980 ipm

–

1-25 m/min / 40-980 ipm

–
Wirefeeder 4-roller drive 4-roller drive

Wire diameter 0.8-1.6 mm / 0.03-0.06 in 0.8-1.6 mm / 0.03-0.06 in

Protection class IP23

Mark of conformity CE, S, UKCA CE, S, UL/CSA CE, S, UKCA
CE, S, 

UL/CSA
CE, S, UKCA

CE, S, 

UL/CSA
CE, S, UKCA

CE, S, 

UL/CSA

All technical data at  

www.fronius.com/Fortis

Technical data Fortis 400 and 500
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Features
Fortis 
270 C/G

Fortis 
320 C/G

Fortis 
320 C/GW

Fortis 
320/GW

Fortis 
400 C/GW

Fortis 
400/GW

Fortis 
500 C/GW

Fortis 
500/GW

System design

Compact – – –

External wirefeeder – – – – –

Gas-cooled

Water-cooled – – optional

Mains voltage variant

400 V

XT 200-600 V

600 V – – – – – –

Single-phase oper-
ation
(XT variants only)

Up to 240 A – – – – – – –

Up to 270 A – – – – –

Up to 320 A – – – –

Generator-compatible XT variants only

Multiprocess

TIG – optional – optional –

MMA – optional – optional –

CEL (XT variant)

Connectivity

Bluetooth

WiFi

NFC optional

Ethernet optional

Data management

WeldCube Air
WeldCube Premium

optional

WeldCube Navigator optional

SmartManager

Options

Duo – – – – –

Wired remote control

Wireless remote 
control

Toolbox – –

Organizer 

Flow sensor – –

Welding torch holder

AI IO * ** * ** *

* TMC option required ** TMC or MP option required

Fortis function overview

Fronius International GmbH

Froniusplatz 1

4600 Wels

Austria

T +43 7242 241-0

F +43 7242 241-95 39 40

sales@fronius.com

www.fronius.com

Fronius Middle East FZE

P.O. Box: 263241

Jebel Ali / JAFZA ONE BUILDING

Dubai / U.A.E

T +971 56 49 98 224

contact.middleeast@fronius.com

www.fronius.ae/pw

Fronius UK Limited

Maidstone Road, Kingston

Milton Keynes, MK10 0BD

United Kingdom

T +44 1908 512 300

F +44 1908 512 329

info-uk@fronius.com

www.fronius.co.uk

Fronius (Thailand) Ltd.

Pinthong Industrial Estate I

789/193 Moo 1, Sriracha, Chonburi 

20230

Building: P17/B1

Thailand

T +66 33 04 74 21

sales.Thailand@fronius.com

www.fronius.co.th

Fronius USA LLC

6797 Fronius Drive

Portage, IN 46368

USA

T +1 877 FRONIUS

sales.usa@fronius.com

www.fronius-usa.com

Fronius India Private Limited

Plot no BG-71/2/B,

Pimpri Industrial Area,

MIDC- Bhosari,

Pune- 411026

India

T + 91 98 20 60 52 07

sales.india@fronius.com

www.fronius.in

Fronius Canada Ltd.

2875 Argentia Road, Units 3, 4, 5 & 6 

Mississauga, ON L5N 8G6

Canada 

T +1 905 288-21 00 

F +1 905 288-21 01 

sales.canada@fronius.com

www.fronius.ca


